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Alternative Corner Treatments (Fig. 22.1-22.2) 
•	 NichiFrontier™ boards may be installed in a laced or staggered corner 
	 application. 

•	 Nichiha recommends installing a galvanized, coated aluminum, or vinyl 
	 PVC flashing over the building corner prior to beginning a laced 
	 corner application. 

•	 Use a polyurethane adhesive where mitered or laced boards join.
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Face Nailing (Fig. 21.1)    
•	 It is permissible to install NichiFrontier boards in a face nail type 
	 installation to meet certain installation requirements or when specified by 
	 local code.  
•	 Position the fastener a minimum distance of 3/4” up from the bottom 
	 edge of the board and no more than 1”.  This ensures the fastener will 
	 penetrate through the overlap and through both courses.  Place the 
	 fastener no closer than 1/2” from board ends. 
•	 Fasten from one end of the board to the other.       

Butt Joint Placement 
•	 All NichiFrontier™ board vertical joints must land or “break’ over studs or 
	 framing.    
•	 If cut ends are used at butt joints they must be sealed with primer, sealer, 
	 or paint.  NEVER leave exposed cut edges uncoated. 

Staggering the Shake Boards 
•	 There are 3 different boards that have different shake patterns. This allows 
	 for 6 different shake patterns when the boards are flipped. 
•	 This is done for ease of installation. 

Joint Treatment (Fig. 21.2) 
•	 The use of a joint flashing behind the butt joints is required.
•	 Suitable materials for joint flashing include anodized or PVC coated coil 
	 stock and code approved water restive barriers.
•	 The joint flashing should be at least 3” in width and long enough to extend
	 above the board width a minimum of     1-½”. 
•	 Install NichiFrontier™ boards over joint flashing with a 1/8” gap between 
	 board ends.  As an option, this gap may be filled with a quality exterior 
	 grade color-matching sealant.  Ensure sealant meets  ASTM C-920  
	 requirements and is approved for use at butt joints.

 
 
Siding to Trim Joints (Fig. 21.3) 
•	 Where board ends and edges meet trim at inside and outside corners, door, 
	 window and other trim attachments, leave a minimum 1/8” gap and caulk 
	 with a quality sealant as described above. 

•	 Trim attachments must be of sufficient thickness.  The overlapped boards 
	 must not extend beyond the face of the trim.  A continuous solid shim or 
	 “build out” behind the trim may be necessary.

•	 All horizontal trim must be flashed.  Leave a 1/4” gap between the siding 
	 and flashing.  Do not caulk this gap.  Do not use raw aluminum flashings.  
	 Flashings must be  galvanized, anodized or PVC coated. 
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