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We suggest that you read these instructions at least twice.

LAP SIDING INSTALLATION GUIDE

MaxiSHINGLETM

12”,  8”  and   6”

MaxiSHINGLETM

generation. 

MaxiSHINGLETM is available with cedar or combed texture.

STORAGE AND HANDLING:

 MaxiSHINGLE TM is produced with a factory-applied primer. This primer       
    

    does not provide adequate resistance to moisture in the event the product    
 

    is allowed to become saturated during storage. If MaxiSHINGLETM becomes     
    

    wet or saturated, allow product to dry before installation.
 Use plastic coverage that is provided with the pallet  to keep product dry prior 

 

     to installation.
 Installing wet or damp MaxiSHINGLETM may cause shrinkage. 
 MaxiSHINGLE TM must be stored to protect against weather damage. Keep    

   

MAXITILE is not responsible for damage caused by improper storage and/or handling of the product.

PACKAGING:

LengthWidthThickness Exposure

18”
(0.46 m)

12” (0.31 m)

8” (0.20 m)

6” (0.15 m)

¼”

(6 mm) 8”

Weight/Pieces

2.79 lb (1.26 kg)

1.85 lb (0.84 kg)

1.39 lb (0.63 kg)

1.86 
lb./sq.ft.

Area

1.50 sq ft

1.00 sq ft

0.75 sq ft

 Protect from the weather. 



FRAMING:

 
 MaxiSHINGLETM  siding must be installed directly to minimum 7/16” thick plywood or OSB sheathing.  
    Irregularities on the surface of the sheathing can show thro nished application.
 MaxiSHINGLE TM   is required. The water resistive barrier  
    must be appropriately installed with penetration and jun
    requirements.
 MAXITILE  will assume no responsibility for water in ltration.

CUTTING:

MAXITILE  siding products contain respirable crystalline silica, which is known to the State of California to cause cancer and is considered by IARC 
and NIOSH to be a cause from some occupational sources. Breathing excessive amounts of respirable silica dust can also cause a disabling and 
potentially fatal lung disease called silicosis, and has been linked with other diseases. Some studies suggest smoking may increase these risks. 

dust mask or respirator (e.g. N-95) in accordance with applicable government regulations and manufacturer instructions to further limit respirable 
silica exposures.  During clean-up, use HEPA vacuums or wet methods, never dry sweep.  For further information, refer to our installation guides 
and Material Safety Data Sheet available at www.maxitile.com or by calling (800) 451-2003 .  FAILURE TO ADHERE TO OUR WARNINGS, MSDS, AND 
INSTALATION GUIDES MAY CAUSE SERIOUS PERSONAL INJURY OR DEATH.

CLEARANCE:

 Install MaxiSHINGLE TM with minimum of 6” clearance between the bottom edge of the product and the  
    adjacen hed grade.
 Provide the necessary clearance between MaxiSHINGLE TM  and roofs, decks, paths, steps and driveways in  
    accordance to your local building code.
 Maintain ¼” clearance between the bottom of MaxiSHINGLE TM   o not c aulk between  
    MaxiSHINGLE TM a ashing.

Snapper shear To Scratch Score-and-snapScoring Tool Always Use 
Protection

Circular Saw:
Carbide or diamond tip 

blades Wipper Snapper TM
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TM

A water resistant barrier between the sheathing and 

 Do not install MAXITILE products such that they may remain in contact with standing water. 

 Follow  local  building  codes  for  proper  underlayment  framing  a ing requirements.

 If power-sawing, use carbide- or diamond-tipped blades. Position cutting station so that wind will blow  
    dust away from user and others in working area.
 Use NIOSH-approved respirators and goggles for protection when power-sawing.
 For score-and-snap cutting, use a carbide-tipped scoring tool.

 Using a straight edge as a guide, carefully draw the scoring tool up and down several times. Bend  
upwards and break.

 Round openings can be made by drilling several holes around circumference of the desired opening and  
    tapping out the center.
 Snapper tools and shears can also be used.
 Only use power cutting tools in well ventilated areas.
 NEVER use a power saw indoors.
 NEVER dry sweep. Use wet suppression or HEPA vacuum.

WARNING: AVOID BREATHING SILICA DUST.



FASTENERS :
 Fasteners must be corrosion-resistant, preferably hot dipped galvanized nails. MAXITILE  is not responsible  
    for corrosion resistance of fasteners. Stainless steel fasteners are recommended when installing MAXITILE   
    products near the ocean, or in very humid climates. Always check local building codes for additional  
    requirements.
 Staples are not allowed.
 Use 2” long siding nails, with min. 0.113” diameter shank and 0.270” head.
 Nails  can  be  applied  using  a  smooth  head  hammer or a  pneumatic  nail  
    gun w ush attachment so nails are not over-driven.
 Fastener heads should snug and ush against siding. If over-driven, patch 
    and re-nail.
 Nails must be placed at least 3/8” from edge of MaxiSHINGLETM and 1” above the
    exposure line.
 Drive fasteners perpendicular to MaxiSHINGLE TM and framing.
 MaxiSHINGLETM must be spaced a maximum of ¼” apart. Leave a minimum lap of 1½” between joints in     

successive courses.
Incorrect Correct

Pneumatic Finishers Gun 
with Flush Attachment

INSTALLATION:
1)  Fasten metal or wood stops at all corners.
2)  Install a 1 ¼” starter strip level to the bottom of the 

MaxiSHINGLETM  course by nailing to the sill 
plate, and a minimum 9¼” wide MaxiSHINGLETM  
starter course.

3)  Starting at an outside corner and leaving a 1/8” gap 
MaxiSHINGLE TM

level to the base of the starter course. 
4) MaxiSHINGLETM  is fastened with two nails. Secure 

MaxiSHINGLETM and continue. Nails must be 
placed at least 3/8” from edge of MaxiSHINGLETM 
and 1” above the exposure line.

5)   Install the MaxiSHINGLETM with ¼” gap between 
all MaxiSHINGLETM.

6) The 2nd course is installed with a maximum 8” 
exposure (10” covered), leaving a minimum spacing 
of 1½” from joints in the underlying course.

7)  Repeat step 4.
8) Continue up the wall repeating step 3 through 

6 until desired height is reached. The top row of 
MaxiSHINGLE TM will require face nails.

9) At doors, windows or other exterior wall 
penetrations, it is important to continue past with 
opening using the same shingle pattern that would 
have been used if the wall was a solid application.
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Remember: Fastener always must be attached to structural framing members.
NOTE: Published wind loads may not be applicable to all areas where Local Building Codes have speci�c  jurisdiction. Consult MAXITILE Technical 
Assistance if you are unsure of applicable compliance documentation.



CORNER DETAILS
LACED CORNERS TRIMMED CORNERS

FINISHING:

 

 

APPROVALS: In accordance with ICC-ES Legacy Report ESR-1381, MaxiSHINGLE TM is compliant  with the following codes: 2006 International Building Code (IBC) 
and 2006 International Residential Code (IRC) . MaxiSHINGLE TM is also recognized for application in the following: City of Los Angeles Research Report No. 25252, 

State of Florida listing FL # 11009, U.S. Dept. of HUD Materials Release 1338, Texas Department of Insurance Product Evaluation EC-56, and listing in Wildland Urban 

Additional Installation Information, Warranties, and Warnings are available at www.maxitile.com

e-mail: customer.service@maxitile.com   
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MAXITILE, INC. 12950 Country Parkway, Suite 180. San Antonio, TX 78216. Ph: (800) 451-2003. Fax: (210) 545-7315

 Caulking:
    Use high quality, exterior grade, paintable elastomeric joint sealant, complying with  
      ASTM-C  834 or ASTM-C 920 (grade NS, class 25) regulations. Caulking must be applied

 according to  manufacturer’s written instructions and ASTM-C 1193.
 Painting:

MAXITILE sidin  t and trim must be allowed to breathe. Some factory-applied primer or paint on the back is normal.
Never completely prime or paint the back side, the product does not require this. 
A small amount of material should be painted and evaluated to ensure satisfaction with the appearance before painting
all material needed for job.

increase surface roughness, loss of adhesion, cracking or excessive chalk. Stains containing linseed oil are speci�cally
designed for wood and are not suitable for �ber-cement products, primed or unprimed. 

does not recommend semi-transparent stain or paint because they can vary in uniformity of appearance and
they have not proven durable in exterior exposure and may require application of a refurbishing sealer at regular intervals.
MAXITILE 

Before applying the �nish coat, clean all the �ber-cement products thoroughly. Use a high-quality 100% acrylic paint or
primer. Always follow the paint manufacturer’s instructions when painting. 
If you desire stained �ber-cement product, use a high-quality 100% acrylic latex stain. Before staining, test a small amount
of material in order to evaluate and ensure satisfaction. Always follow the manufacturer’s instructions when staining. 
All �ber-cement products must be painted once installed. You have up to 90 days (3 months) to apply a �nish coat on
unprimed products and 180 days (6 months) on unprimed products. For best results with unprimed products, prime �rst 
and then �nish with exterior-grade topcoats. Two coats of paint must be applied on primed products. 
Remember, all exposed �eld cut edges should be covered with primer, sealant or paint. The caulk/sealant should be 
paintable or color matched, it should be compatible with MAXITILE siding and the material used for the trim. 
Never apply primer or paint to wet or saturated �ber-cement products. Do not allow paint to freeze. Apply primer or 
paint when the air temperature is above 50°F (10°C). 
MAXITILE will not warrant and does not assume any responsibility for the performance or appeara ld-applied primer and/or 
paint.


